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ABSTRACT 

Picoloood ic a f i lter accombly f o r a oyolcno type duct co i locting apparatuc of a A vacuum 
cleaner, w hi ch filt o ro off contaminant c r ^mtm* centrifugally separates contaminants 
from air and collects them in a - fr om cwirl air. Tho fitter assembly that includes a rotary 
filter «*atably connected with rocpect to an exhaust port. The filter island provided with 
a suction grill portion at the outer circumference and a discharge port that is f luidly 
connected to the exhaust port of the cyclone type dust collecting apparatus^r^nd-a 
fi l ter rotating un i t for rotating tho rotary filtor and thu o remov i ng tho contaminfrntt ittefed 
on tho ouction grill portion. Tho contaminant Contaminants accumulated on the outer 
surface of the filter te are easily removed by, rotating the filter ao tho f il tor ic rot -. t ort in 
association with the ocparation/connoct i on of the dust receptacle ^, and oinco tho filter 
c iccomb l y hnc a uimrl ° sfrucfere, * is manufactured at an economic coot and aln n n nny 
to acpomb l o and dioocoomble. 
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ABSTRACT 



A vacuum cleaner, centrifugally separates contaminants from air and collects them in a 
filter assembly that includes a rotary filter connected to an exhaust port. The filter is 

provided with a suction grill portion at the outer circumference and a discharge port that 
is fluidly connected to the exhaust port of the cyclone type dust collecting apparatus. 
Contaminants accumulated on the outer surface of the filter is are easily removed by 



rotating the filter in association with the dust receptacle. 
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